
Specifications16 barDriveTwoSet H

Connection 2 x AG M20 x 1.5 x RVS 10/8

Alignment horizontal

Operating pressure 30 mbar

Max. pressure: PS 16 bar

Type DriveTwoSet H

Information

Dimensions 26.3 x 16.4 x 15.2 cm

Pack size 27 x 17 x 16 cm

Net weight 3.1 kg

Gross weight 3.1 kg

Catalogue page 517

Safety gas pressure control system with automatic switch 
valve for operating two-cylinder systems in caravans and 
motorhomes while driving. For connection to gas cylinders 
via high-pressure hose line and for pressure control to the 
nominal pressure of the gas device.

Consists of:

•	Automatic switch valve

•	Low pressure regulator with safety relief valve PRV

•	Mechanical crash sensor with pendulum solution

•	Control knob

•	Operating and reserve indicator

•	Check valve

•	Test device and wall bracket

•	2 x Caramatic ConnectClean with angle bracket

•	2 x Caramatic ConnectDrive

Advantages and features: gas supply while driving thanks 
to integrated mechanical crash sensor with a pendulum 
solution, which shuts off the gas flow in the event of an 
accident with a deceleration of 3.5 g ± 0.5 g acting directly 
on the trigger element. This corresponds to an impact speed 
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of approx. 15 to 20 km/h on a fixed obstacle with an average 
vehicle weight.
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